CLAIMS 



I claim: 

1. A power cord plug and jack retainer comprised of: 
a first and a second mating section; 

said first and second mating sections being adapted to mate such that said first section 
is female and said second section is male; 

said first female section having at least one inwardly projecting pin and said second 
male section having at least one locking slot for receiving said pin of said first section when 
said first and second sections are connected together; 

said first section and said second section being provided with a conical end portion; 

and 

said conical end portions of said first and said second sections being provided with a 
flap allowing power cords to easily pass into said conical section, but being retained in said 
conical section by said flap. 

2. A power cord plug and jack retainer in accordance with Claim 1 including a 
resilient pad mounted in each of said first and second sections for applying force to a plug 
and a jack within the retainer. 

3. A power cord plug and jack retainer in accordance with Claim 2 wherein said 
resilient pad is provided with resilient reinforcing straps passing through and behind said 
resilient pads and mounted to the inner portion of said first and second sections. 
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4. A power cord plug and jack retainer in accordance with Claim 1 wherein said 
at least one locking slot is in the form of a longitudinal slot and a slot slanting towards said 
first female section. 

5. A power cord plug and jack retainer in accordance with Claim 1 wherein said 
first female section is provided with two sets of three inwardly projecting pins. 

6. A power cord plug and jack retainer in accordance with Claim 4 wherein said 
second male section has two sets of three slots slanting towards said female section. 

7. A power cord plug and jack retainer in accordance with Claim 3 wherein said 
resilient reinforcing straps are mounted to the inner portion of said first and second sections 
by rings mounted in resilient snap fit receptacles. 

8. A power cord plug and jack retainer in accordance with Claim 1 wherein said 
conical end portion of said second section is provided with a hook for hanging said retainer. 

9. A power cord plug and jack retainer in accordance with Claim 8 including a 
second hook formed on said conical end portion of said second section. 

10. A power cord plug and jack retainer in accordance with Claim 9 wherein said 
second hook is provided with openings. 

11. A power cord plug and jack retainer in accordance with Claim 1 wherein said 
flaps are offset from each other when said first and second mating sections are mounted 
together. 

12. A power cord plug and jack retainer in accordance with Claim 1 wherein said 
second male section is provided with a predetermined wall thickness and said at least one 
inwardly projecting pin has a length equal to said predetermined wall thickness of said 
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second section. 

13. A power cord plug and jack retainer in accordance with Claim 1 wherein said 
pin has flat sides in cross section. 

14. A power cord plug and jack retainer in accordance with Claim 13 wherein said 
flat sided pin is in the shape of a rhombus in cross section. 

15. A power cord plug and jack retainer in accordance with Claim 3 wherein said 
resilient reinforcing straps are of double thickness. 

16. A power cord plug and jack retainer in accordance with Claim 2 wherein said 
resilient pad mounted in each of said first and second sections is provided with a shape to 
provide a rolling edge. 

17. A power cord plug and jack retainer in accordance with Claim 16 wherein said 
first and second sections are provided with stops for receiving the rolling edge of said 
resilient pads. 

18. A power cord plug and jack retainer in accordance with Claim 1 wherein said 
first section receives a plug of a power cord and said second section receives a jack of a 
power cord. 

19. A power cord plug and jack retainer in accordance with Claim 4 wherein said 
slot slanting towards said first female section is in the shape of a rhombus. 

20. A power cord plug and jack retainer in accordance with Claim 6 wherein each 
slot of said two sets of three slots slanting towards said female section is in the shape of a 
rhombus. 

21. A power cord plug and jack retainer in accordance with Claim 1 wherein said 
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first female section and said second male section are provided with adjustable locking means 
to adjust the degree of insertion of said second male section into said first section. 

22. A power cord plug and jack retainer in accordance with Claim 3 wherein said 
resilient pad is provided with one or more radial openings. 

23. A power cord plug and jack retainer comprised of: 
a first and a second mating section; 

said first and second mating sections being adapted to mate such that said first section 
is female and said second section is male; 

said first section and said second section being provided with a conical end portion; 

said first section being adapted to receive a power cord plug and said second section 
being adapted to receive a power cord jack; and 

at least one hook formed on said conical end portion of said second section, said hook 
pointing in the direction of the jack power cord whereby said retainer may be hung or 
releasably attached to a support. 

24. A power cord plug and jack retainer in accordance with Claim 23 wherein a 
second hook is formed on said conical end portion of said second section. 

25. A power cord plug and jack retainer in accordance with Claim 24 wherein said 
second hook is provided with openings wherein said retainer may be hung from a hook. 

26. A power cord plug and jack retainer in accordance with Claim 23 wherein said 
at least one hook formed on said conical portion of said second section is an elongated hook. 

27. A hanger for hanging an item having a cord with an enlarged portion on the 
cord, comprising: 
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a cylindrical section having a cylindrical wall; 

a conical end portion on said cylindrical section having a substantially conical wall; 
said cylindrical section being provided with a longitudinal opening in its cylindrical 

wall; 

said conical end portion having a longitudinal opening in its conical wall and a flap in 
said longitudinal opening which is easily deflected inwardly to receive a cord, but more 
resistant to bending outwardly to release said cord; 

at least one hook being formed on said conical end portion for hanging said combined 
cylindrical section and said conical end portion; and 

whereby said enlarged portion on said cord may be retained within said cylindrical 
section and said conical end portion when the cord is inserted into said longitudinal slots of 
said cylindrical section and said conical end portion and whereby the same may be hung by 
said hook. 

28. A hanger in accordance with Claim 27 wherein said cord is an electrical cord 
of a power tool and said enlarged portion on said cord is a power cord plug. 

29. A hanger in accordance with Claim 27 wherein said conical end portion is 
provided with two hooks. 

30. A hanger in accordance with Claim 29 wherein at least one of said hooks is 
provided with an opening therein. 

31. A hanger in accordance with Claim 29 wherein one of said hooks is elongated. 
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